of scaffolding Is besl carried

o & - "RK REA ~reclion %
2 1 PREPARING THE WORK ARE The C’m the help of others 10 prevent
) e -1 -y { - ' F o - ' . DL]I o~
o working Mus! he cleared, if p;«b:ﬂb!;_—, Of turniture and othe; items Icclde"'lb'
The afea in which yOu Wil D2 WUFRETy 1= | R o s o :
B At W WL FUk 14 cause obstruction 1O sale wOrking proceaqures c
S Sl B GEIMGRR, S R T 00m 4 melres x 4 metres, two trestle
| -t Fora! 11 and one step-ladder
& . aictures window dressings or any other decorative items, and store the dders, oN¢ I s R i
& Remove ormaments, PICIUITS, Wi ; Al L 1d be sufficient for the painting of the
Sare anQther area ShC;U]q WJ”S an(-‘j '\ﬁj(‘)t‘_‘nf]‘.ﬂ;\_t’{’}{ K
CBF | ) '
e Sh ~ 2 out of the wOrk area dar and trectie lIaddare
S Sp—— gelecl @ step-ladder and trestle ladders
_ ol S S, AR . , . - - )L _ J W o\
s e nf furniture which are difficult to move may be placed in the centre of the N which aré lall enough to allow you to
T NS U Jic w ~ : VG dleg _ | : T e ol
**** areg IE"&CH the work withoul standing above
= (L WS g L =g e I : A - — =
the third step from the top
® Cover all floor covenngs and surfaces which are not to be painted with arop sheets to protect |
thasn from paint spots l ° Check the ladders pefore using lhem

tor rotting or split Limber and make sure

the hinges are Secure

TQ preven PGS Deing damaged or marked with paint, remove them, using a suitable _ Ensure thal the ladder ropes (I
SCrewariver, Defore starting surface preparation. applicable) are in sound condition.
Sittings that may need to be removed are e NG
- = | — = = = - UVEeQ dfc ! WARN}NG.
|
| ¢ on faulty scaffoldinc
e i QSR G ' | ' no not work on faulty scaftolding
® Goor handles, push, kick and lock plates, slam plates on architraves | 2 | ;
® ignishades @ Place the trestle ladders in two adjacent
corners of the room
® wingow fitt ngs
8 — Make sure they are in a fully
SiOr= thea IO 3R crre N / P ;. )
. W o= <id SLiews neally In a box or container extended position

o - | one rung to other, allowing 100 mm
e el ._ minimum overhang at each end

It taps
_,-/,_ R ® Place the plank on the trestle rungs.
, ™.  Remowe B — Choose the trestle rungs so that the
| N . - ~. SE ->lI€ TuNngs so that the
'-‘--t_,atisc»‘.umsi Celling is about 300-400 mm from
* N your eye-level when standing on the
e . plank
oy |
| ,...‘3: . | — Make sure the plank is horizontal
1| . and that the ends overhang the
oors ,: .«— Remove l 'UNgs on which it is placed, evenly
ey =l  stane : NOTE:
- - _—

SE— = dressings !

=S Y~ -l | Refer | |
. ' Sl Y § 0 Pg 1 |
Place in centre of SRS i nting and Decorating Manual

ri’. . A . . -
orm  Cover with S and specifications on

sheet | J SN | e Arious s¢
sheeting materia, 1 €qUipmen; Of various scallolding
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Do not stand

I“ngher than 6 | (=
third step

from top |

- J

— e

1

Spread

- NARNING: _ ' | : . 441 - ® Choose a plank which will span from K USING STEP'LADDER

Check ladder
'Opes and brace

b /Step-ladders

must befully

) . Erecling scaffolding - i

130emT R
’
NSS! R NS aR e |
—— ;"
S Allow plank overhang
4

corner tresties

ERECTING SCAFFOLDING

Place in Use only
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6.2 WASHING DOWN SURFACES

- - h

as such as kitchens, bathrooms and laundries. will

need to

W . f "\
Stained surfaces and .Surfac,e::?m are
be washed down prior to painting.

fingermarks on doors and other woodwork must be remoyed

| ast Or
Smoke deposits, soap, grease, Prior

to painting.

1§ surfaces that are to be painted are not thoroughly cleaned, the following faults may occyr-
i sSurraces | are 1o | ._

e slowness or lack of drying of the paint film;

® discolouration of the paint film, due (0 solvent action upon grease, smoke, oil. etc -
® poor, or lack of, adhesion of the paint film to the surface.

Common types of detergents used for washing down prior to painting are:

@ sugar soap

® liquid detergents

® cmulsifying liquids

® Jetergent powders

~ollow the manufacturer's directions when mixin

g detergents. A concentrated or strong mixture
may soften the paint on the surface.

When washing down stained surfaces prior to painting, work from the bottom (0 the top.

It the upper surfaces are cleaned first. th

= e detergent will
ot the lower surface.

run downwards and may cause Streaking

the detergent solution, to the

MIX 's directions, in a bucket.

mgnufaciure

id brush (approximately
to apply the detergent, as
are harmful to the

yse an ¢
150 mm) 1O
some solutions

bristies-

A grass fibre brush is ideal for
washiﬂg down surfaces, as the
tibres are not affected by

Apply the detergent, using the brush in
pscrubbing motion, to approximately

gne square metre of surface.

Rinse this area with a sponge and clean

water from a bucket.

Repeat this process of washing and
rinsing over the entire surface to
remove the detergent.

e Complete all washing down at this
stage of preparation.

WARNING: |
Because of the corrosive action of some E
detergents, do not immerse your hands |
in the washing solutions. Wear rubber |
gloves and eye protection whenever |
washing down. l

To avoid accidents when washing down:

® Keep the scaffolding and the
surrounding floor area dry.

® Do not overfill buckets and place them
where they cannot be knocked over.

Do not splash the detergent around and

work carefully to avoid contact with
your skin and eyes.

— If the detergent does come in
F:_ontapt With your eyes or skin, wash
It off Immediately with clean water.

Apply detergent
by brush

Rinse off with
clean water

and sponge

K WASHING DOWN

/

Rinse sponge
In clean water

AN

\ REMOVING DETERGENT
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