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TAP LIGHTLY TO GENERATE CRACK
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Scored line

Bend down and

SNAPPING OFF NARROW smups/

on very narrow edges, trim the glass along
the score line with the notches on the back
of the glass cutter.

Remove any remaining slivers of glass by
nibbling them off with pliers.

6.2.1 Wired glass
To cut wired (reinforced) glass
® Score and snap the glass as before.

® Work both pieces backwards and
forwards to break the wire.

— |If this is not successful, cut each

wire with metal snips

Use notches to break
off slivers

REMOVING NARROW STRIPS
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Special glass pliers Vs, < -

N =

with relieved jaws =

REMOVE SMALL SLIVERS
WITH PLIERS

-

Bend up and down repeatedly

BREAKING WIRED GLASS
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After glass has been cut:

® Smooth off the sharp and rough edges

with a fine abrasive stone.

— Wet the stone.

® Rub from end to end, nOt across.

® Hold the stone about 45 degrees to the

top of the glass.
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REMOVE SHARP EDGES
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7.1
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REGLAZING

AEMOVING GLASS

ve a cracked or damaged pane of
m a window, the following method

RemoOVeE all furniture, curtains and
fittings from the area.

Cover immoveable fittings and floor
covering.

Make a cut with a glass cutter around
the perimeter of the glass about 25 mm
in from the putty.

Tap the back of the glass to progress
the crack.

carefully remove the centre.

cut the remainder into sections about
150 mm wide.

Tap the cuts and ease out the pieces
until all the glass has been removed.

WARNING:

Never knock out old glass if the pieces
are able to fall free. The pieces can be
dangerous to people below or near the
window, or they could cause damage
to surrounding areas.

@

Paste paper or adhesive tape onto the glass

before knocking it out.

This will hold the pieces together and
prevent slivers from flying.

Remove the glass from the top of the
frame first and then work downwards.

Wrap the pieces in newspaper and
Place them in a bin for safe disposal.

Immediately sweep up and dispose of
any fallen glass slivers.

Cut around perimeter
Remove centre section

REMOVING BROKEN GLASS
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